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Top Loading Systems

Know how & consulting directly from
manufacturer with decades of
experience

H AR a International
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That's why you choose...

° Radial gaskets
Allow a maximum of feasible sealing materials and longer lifetime compared to
axial gaskets

. DUPLEX, SUPERDUPLEX, HASTELLOY, ALUMINIUM...
We machine all compatible materials

e  ASME, NACE, NORSOK, DIN...
We manufacture according to all required guidelines and directives

. Customized connections

. IGATEC Swivel Joints
Made of carbon steel (e.g. St52-3, ...) are nitrided to reach maximized hardness
of surface and optimized corrosion protection at the same time

. Certifications
TA-Luft
VdsS
1ISO 9001:2008

Headquarter Subsidiary

IGATEC GmbH &

IGATEC International GmbH IGATEC International GmbH
Siemensstralle 18 Profilstrale 6

D-67346 Speyer D-58093 Hagen

Phone:+49 (0)6232 91 904-0 Phone:+49 (0)2331 36 788-0
Fax: +49 (0)6232 91 904-990 Fax: +49 (0)2331 36 788-11

eMail: info@igatec.de eMail: info@igatec-international.de —
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Top Loading Systems

Top Loading Systems
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International

By combining different dimensions (see table left) IGATEC Top
Loading Systems can be configured for nearly every liquid

and gaseous fluid.

Furthermore optional features (see table below) can be added

to the loading system.

Optional Features:

Vapor return line

Vapor return arm
Vapor return hose
Parallel arm

PTFE-lining

Type of heating

100% double jacket, incl. swivel joints
Double jacket, tubes and elbows only
Double jacket, tubes only

Electrically

Heating fluids

Hot water
Steam
Thermal oil

Piggable

Drop pipe

Flanged connection

45°- drop pipe spout

Y-deflector

T-deflector

Special accessoires

—=> Telescopic pipe

—=> Drop pipe with internal valve
= Sieve

=> Dry coupling

Dome interface
(Anschluss an das
Transportmittel)

Clamp

Cover plate

Coated cone

Inflatable sealing cushion

Special accessoires

,Deadman* control
Vacuum breaker
Earthing control system
Dry coupling
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Loading Systems New On Spot Loading Systems

Furthermore our equipment is designed for extreme
environments and weather conditions. Particularly the
Russian Federation requires equipment designed for
deepest temperatures down to minus 55°C.
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By combining different dimensions (see table left) IGATEC
Bottom Loading Systems can be configured for nearly
every liquid and gaseous fluid.

Furthermore optional features (see table below) can be added
to the loading system.

Optional Features:

Vapor return line e Vapor return arm

PTFE-lining

e 100% double jacket, incl. swivel joints
* Double jacket, tubes and elbows only
« Double jacket, tubes only

e Electrically

Type of heating

* Hot water
Heating fluids e Steam
e Thermal oil

Piggable

e Groanding sensor

Special accessoires . . .
* Rinsing and decompression units
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A|B|C|D|E|F |G |H|R|V | VvV | M]|Mm
[mm]| [mm]| [mm] | [mm] | [mm] | [mm]| [mm] [mm] | [mm]| [mm]| [mm]|[mm]  [mm]

845 | 1125|1235 | 340 | 668 | 589 | 678 (1589 | 590 | 5.0 | 54 | 3.0 | 4.1

1085 | 1366 | 1530 | 511 | 839 | 884 | 694 | 1884 | 885 | 53 | 5.7 | 40 | 52

1326 | 1607 | 1825 | 681 | 1009 | 1178 | 711 | 2178|1180 | 56 | 6.0 | 5.0 | 6.3

1568 | 1849 | 2120 | 852 | 1181 | 1473 | 727 | 2473 |1475| 5.9 | 6.3 | 6.0 | 7.4

*incl. protective cage (1400mm x 2800mm)

Spring Cylinder
(Standard Equipment) 8

Step Width Pneumatic Cylinder
800 (Optional Equipment)
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Engineering, production and sales

IGATEC International GmbH

Siemensstrafte 18
D-67346 Speyer

Phone: +49 (0)6232 91 904-0
Fax: +49 (0)6232 91 904-990

eMail: info@igatec.de
http://www.igatec.de

Directing management: Benedikt Eberhard, Dominic Eberhard, Harald Keller, Jiirgen Siewerth



